SUPPLEMENTARY HAZARD WARNING SHEET

Ammunition containing Hexachloroethane (HC)



LOAD
Ammunition containing Hexachloroethane (HC), which is: 

•
Solid substance.

•

Insoluble in water.

NATURE OF
•
Zinc chloride fume poisoning.
DANGER
•
After ignition,  high concentration of fumes with caustic effects





 is produced, particularly in cold and dry air.


•
Irritation of eyes and respiratory tract.


•
Substances hazardous to water may be produced in the event of fire.

PERSONAL
Appropriate respiratory protective equipment.

PROTECTION

ADDITIONAL AND/OR

In event of moderate fire or development of fumes:

SPECIAL ACTIONS
Throughout area affected by smoke or fumes:

BY DRIVER
•
Short stay:  wear appropriate respiratory protective equipment.

EMERGENCY SERVICES advice: In the event of a longer stay, 

•
wear self-contained breathing apparatus;

•
cover all parts of the body.

FIRST AID                                      Symptoms of zinc chloride fume poisoning:

•
Irritation of the eyes.

•
Irritation of the upper respiratory tract and hoarseness.

•
Pains in the chest, especially behind the sternum.

•      Severe coughing, breathing difficulties and feeling of suffocation.


Action to be taken:

•
Rush affected persons to nearest physician.

•
Transport casualties preferable in a lying position.

EMERGENCY SERVICES advice: 

•
 If possible, apply oxygen douche (set

 
equipment to 8 liters Oxygen/min).

For urgent information regarding assessment and treatment of noxious effects, contact poison control or medical treatment center.
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